
 
SILICONI COMMERCIALE® Technical data- sheet Takter®3000, Revision date 16-05-2013  

Pag. 1 
 

                                                                                                                                                                                                                                                
                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                

TAKTER® 3000  
EXTRA STRONG ADHESIVE SPRAY FOR SCREEN PRINTING  
 

Characteristics 
Base:                                Synthetic rubbers,solid resins and additives H.T. 
Propellant:                        Denatured and odourless hydrocarbons.  
Colour:                              Transparent, colourless 
Viscosity:                          Medium 
pH:                                    5 
Temperature resistance:  over 100°C, resistant to flash-cure heat 
Spray mist:                       very fine and concentrated 
Coverage:                        55-60 SqM 
CFC free 
PVC and PHATALATE free 
 

Properties: 
- It resists to FLASH CURE 
- It neither dirt nor transfer on the fabrics 
- It resists for many applications 
- Strong adhesiveness, FAST TACK  
- Suitable for  cotton, wool, synthetic, mixed fabrics and denim 
- Long lasting adhesive 

 

Description 
FOR SCREEN PRINTING: 
TAKTER® 3000 is a high tack adhesive specially formulated for textile screen printing industry.  
It resists to high temperatures generated by flash-cure. It fix the fabrics, cloths on the support during printing 
phase.  
It allows a better quality of the printing and it lasts for many rounds. 
 

Instructions of use 
Shake well before using.. Spray from 25-30 cm distance to the support and apply the fabric to be printed.  
For Fabrics: remove it with wash solvents (Seven 300) 
For Machines: remove it with “DETER 100”  (a Siliconi Commerciale's product). 
Some general info regarding the Long Lasting adhesive: 
Print size of 12inch x 12 inch. In PK Hoisery fabric, you can print aprox.3000 t-shirt with 1 can. 
Print size of 23inch x 18 inch. In PK Hoisery fabric, you can print aprox. 2500 t-shirt with 1 can 
 

Packaging  
Spray Aerosol ml 600  
Box 12 Aerosol 
Product Code 14610/06 
 

Head office and Production  
Siliconi Commerciale®  SpA 
Via Francia 4 
36053 Gambellara 
Vicenza – ITALY 
phone + 39.0444.649766 
fax +39.0444.440018 
e. mail: info@siliconi.it 
www.siliconi.it  

 

Production since 1957 
The information and recommendations contained in this document is offered in 
good faith based on our current knowledge and belief accurate at the date of 
publication. Nothing herein is to be considered as a warranty, express or 
otherwise. In all cases, it is the responsibility of the user to determine the 
applicability of such information or the suitability of any products for their own 
particular purpose with local legislation and for obtaining the necessary 
certifications and authorisations. Siliconi Commerciale’s sole warranty is that 
the products will meet its sales specification. The manufacturer cannot be held 
responsible in case of damages caused by incorrect use of the product.  
® indicates a Registered TradeMarks of Siliconi Commerciale. All Rights 
Reserved.   
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